GENERAL INFORMATION
1-60 1K Plastic Primer is an adhesion Promoter based on special resins, to improve adhesion on new unprimed plastic parts for Automotive Refinish. Special Note: 1-60 1K Plastic Primer can be used as a Plastic adhesion additive in B-746 High Production Non-Sanding Primer, saving you application and drying time. See B-746 High Production Non-Sanding Primer TDS for Instructions. (This system is recommended with B-746 High Production Non-Sanding Primer, no other DeBeer primer/surfacer).

MIXING RATIO

COMPONENTS

GUN SETUP

APPLICATION

FLASH OFF AND DRY TIMES

SURFACE PREPARATION

NEXT LAYER

PHYSICAL DATA

The data on this sheet represent typical values. Since application variables are a major factor in product performance, this information should serve only as a general guide. Valspar assumes no obligation or liability for use of this information. UNLESS Valspar AGREES OTHERWISE IN WRITING, Valspar MAKES NO WARRANTIES, EXPRESS OR IMPLIED, AND DISCLAIMS ALL IMPLIED WARRANTIES INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR FREEDOM FROM PATENT INFRINGEMENT. Valspar WILL NOT BE LIABLE FOR ANY SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES. Your only remedy for any defect in this product is the replacement of the defective product, or a refund of its purchase price, at our option. © 2012 The Valspar Corporation. All rights reserved.

The data on this sheet represent typical values. Since application variables are a major factor in product performance, this information should serve only as a general guide. Valspar assumes no obligation or liability for use of this information. UNLESS Valspar AGREES OTHERWISE IN WRITING, Valspar MAKES NO WARRANTIES, EXPRESS OR IMPLIED, AND DISCLAIMS ALL IMPLIED WARRANTIES INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR FREEDOM FROM PATENT INFRINGEMENT. Valspar WILL NOT BE LIABLE FOR ANY SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES. Your only remedy for any defect in this product is the replacement of the defective product, or a refund of its purchase price, at our option. © 2012 The Valspar Corporation. All rights reserved.
PROTECTION

Use suitable respiratory protection (we recommend the use of a fresh air supply respirator). For more detailed information please visit the following link for the Safety Data Sheet:

https://sds.de-beer.com

CLEANUP

Cleaning the Equipment / Per local regulations.

STORAGE SHELF LIFE

Minimum 3 years. (Under normal storage conditions 10°C - 30°C / 50°F - 90°F) (unopened container).

NOTES

INFORMATION: If used as instructed, this product is designed to comply with the US and Canadian National Volatile Organic Compound (VOC) Emission Standards for Automobile Refinish Coatings. Confirm compliance with state and local air quality rules before use.